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Lift-Test and Lifting Caps
TIS Quick union lift – test and lifting caps are designed to lift 
heavy items of surface pressure control equipment in a safe 
and effi cient manner. 

Quick union lift – test caps are pressure retaining while, quick 
union lift caps are non pressure retaining. Each type of cap 
is designed to comply with current lifting Specifi cations.

TIS Quick union lift – test caps integrate the design features 
of a blanking cap and collar with a lifting cap. The cap comes 
with a standard lifting eye and a bleed port.

TIS Quick union lifting caps comprise of a lifting plate, quick 
union collar and a lifting eye.

Quick Union
Safe
Working  
Load

Part 
Number

5-1/2”-4x2 ‘B’ Type 3 Ton 0059-00007-TIS

5 Ton 0059-00006-TIS

5”-4Thd ‘O’ Type 3 Ton 0045-00005-TIS

5 Ton 0045-00006-TIS

6-5/16”-4Thd ‘B’ 3 Ton 0061-00011-TIS

5 Ton 0061-00012-TIS

5-3/4”-4Thd ‘O’ Type 3 Ton 0046-00025-TIS

5 Ton 0046-00020-TIS

7”-5Thd ‘B’ Type 3 Ton 0063-00010-TIS

5 Ton 0063-00011-TIS

6-1/2”-4Thd ‘O’Type 3 Ton 0047-00016-TIS

5 Ton 0047-00006-TIS

8-1/4”-4x2 ‘B’ Type (10k) 3 Ton 0065-00012-TIS

5 Ton 0065-00013-TIS

8-3/8”-4Thd ‘O’ Type 3 Ton 0053-00014-TIS

5 Ton 0053-00002-TIS

8-1/4”-4x2 ‘B’ Type (5k) 3 Ton 0064-00012-TIS

5 Ton 0064-00013-TIS

8-1/4”-4Thd ‘O’ Type 3 Ton 0052-00015-TIS

5 Ton 0052-00016-TIS

8-7/8”-4x2 ‘B’ Type 3 Ton 0078-00015-TIS

5 Ton 0078-00016-TIS

9”-4Thd ‘O’ Type 3 Ton 0054-00031-TIS

5 Ton 0054-00020-TIS

9-7/8”-4x2 ‘B’ Type 3 Ton 0066-00019-TIS

5 Ton 0066-00020-TIS

9-1/2”-4Thd ‘O’ Type 3 Ton 0055-00023-TIS

5 Ton 0055-00005-TIS

13”-4Thd ‘O’ Type 3 Ton 0067-00006-TIS

5 Ton 0067-00007-TIS

11-1/2”-4Thd ‘O’ Type 3 Ton 0056-00026-TIS

5 Ton 0056-00008-TIS

Lift Cap Assemblies

The TIS lift – test and lifting cap range is available with 
the following options (where applicable)
• 5,000 Psi, 10,000 Psi and 15,000 Psi working 

pressures.
• Standard or sour service.
• Service temperature range of -29 to +121 Degrees 

C.
• Choice of quick union connections.
• Choice of safe working loads 
• Choice of integral or standard lifting eye.
• Choice of bleed port thread.

Technical features include
• Lifting plate type caps, allows the operator to spin 

the collar on and off while still connected to the 
tugger.

• Standard lifting eyes are pinned in position to 
prevent them backing off while in service.

Thro’
Bore

Working 
Pressure

Quick Union
Safe
Wo r k i n g  
Load

Part    
Number

3.00” 5,000 psi 5-1/2”-4x2 ‘B’ Type 3 Ton 0059-00004-TIS

5 Ton 0059-00005-TIS

3.00” 5,000 psi 5”-4Thd ‘O’ Type 3 Ton 0045-00003-TIS

5 Ton 0045-00004-TIS

3.00” 10,000 psi 6-5/16”-4Thd ‘B’ 3 Ton 0061-00009-TIS

5 Ton 0061-00010-TIS

3.00” 10,000 psi 5-3/4”-4Thd ‘O’ Type 3 Ton 0046-00018-TIS

5 Ton 0046-00016-TIS

4.00” 5,000 psi 7”-5Thd ‘B’ Type 3 Ton 0063-00008-TIS

5 Ton 0063-00009-TIS

4.00” 5,000 psi 6-1/2”-4Thd ‘O’Type 3 Ton 0047-00015-TIS

5 Ton 0047-00008-TIS

4.00” 10,000 psi 8-1/4”-4x2 ‘B’ Type (10k) 3 Ton 0065-00010-TIS

5 Ton 0065-00011-TIS

4.00” 10,000 psi 8-3/8”-4Thd ‘O’ Type 3 Ton 0053-00013-TIS

5 Ton 0053-00012-TIS

5-1/8” 5,000 psi 8-1/4”-4x2 ‘B’ Type (5k) 3 Ton 0064-00010-TIS

5 Ton 0064-00011-TIS

5-1/8” 5,000 psi 8-1/4”-4Thd ‘O’ Type 3 Ton 0052-00013-TIS

5 Ton 0052-00014-TIS

5-1/8” 10,000 psi 8-7/8”-4x2 ‘B’ Type 3 Ton 0078-00013-TIS

5 Ton 0078-00014-TIS

5-1/8” 10,000 psi 9”-4Thd ‘O’ Type 3 Ton 0054-00030-TIS

5 Ton 0054-00002-TIS

6-5/8” 5,000 psi 9-7/8”-4x2 ‘B’ Type 3 Ton 0066-00018-TIS

5 Ton 0066-00003-TIS

6-5/8” 5,000 psi 9-1/2”-4Thd ‘O’ Type 3 Ton 0055-00022-TIS

5 Ton 0055-00007-TIS

6-5/8” 10,000 psi 13”-4Thd ‘B’ Type 3 Ton 0067-00004-TIS

5 Ton 0067-00005-TIS

6-5/8” 10,000 psi 11-1/2”-4Thd ‘O’ Type 3 Ton 0056-00025-TIS

5 Ton 0056-00003-TIS
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